Box Make-Up Air Canopy (TYPE 1)
Hood General Specifications

[ xnaust Riser o Hoods are built in accordance with NFPA 96, NSF
ié : — Specifications and Conforms to UL listed to ANSI / UL and
5 L — CAN/ULC
2 " R e  Hoods are constructed of 18 gauge steel
T = e  Alljoints are welded liquid tight, without seams
B = = R e  Grease Filters are 20" stainless steel baffle type which carry
| a UL listing
| Length of Hood ‘ o  Grease trough is made to receive grease extracted by the

It is the responsibility of the architect/owner to ensure that the hood

filter

clearance from limited-combustible and combustible materials is in ° Each Grease trough iS equipped with a stainless steel CUp
compliance with local code requirements .
e  Factory does not cut holes in hood
) ) Make-Up Hoods 10" and larger receive 6 hanger
: 9 Air Chamber brackets total
3 Air Gap I e |PS (Internal Perforated Supply, allows flexibility during
3 IPS (Internal : . g .y
ot Chor : A mstgllatlon and evenly dlstr|butes the make-up air, it is also
. easily removable for cleaning)
1. 100W Pre-Wired Lights e  Standard 430 all stainless steel where exposed (front and
Partial Side Curtain 20" Baffle Grease Filter ends)
To Be Supplied w/ e )
. tainless Steel Grease Cup

Every Hood
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